
 
 
 

Specification for Standard Model #1139 Zac Barstool 
 

• Back shell is 7/16” thick laminated hardwood ply that is high frequency bent.  Shell is then 
given a final coating of catalyzed lacquer for a tough finish. 

 
• Seat shell is ½” thick laminated hardwood ply that is high frequency bent.  Shell is then given a 

final coating of catalyzed lacquer for a tough finish. 
 

• Legs are ¾” diameter 16ga.  Back support is 1¼” furniture grade cold rolled tubing with a 
polished chrome finish. Open end of metal legs are plugged with swivel nylon glide. 
 

• Shell can be stained to any ISA standard wood finish. 
 

• Metal frame finishes are available in the following: 
o P38 Black epoxy (semi gloss) 
o P39 White epoxy (semi gloss) 
o P58 Black textured epoxy 
o P78 Aluminum epoxy 
o P60 Satin chrome 
o P77 Polished chrome 

 
• Also available in counter stool version at 24” seat height. 

 
#1139 Zac Barstool 

 

Overall  Dimensions 
 
 
 

Height 46” approx. 
Depth 23” approx. 

Width 20” 
Seat Ht. 29” 

 
 

COM seat ¾ yards per chair 
 (COM based on non-directional, no repeat material) 

 


	Depth 23” approx.

