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9300 OAKLEY BASE – 30” DIA SPREAD  

  
 
 
 
 
 
 
 
 
 
 
 
 
 

 

OVERALL DIMENSIONS 
 

DINING HEIGHT: 28” 

TOP PLATE: 15” X 15” 

SPREAD: 30” DIA 

COLUMN: 8” DIA  

 

MINIMUM SUBSTRATE SIZE: 18” X 18” 
 
DIMENSIONS ARE APPROXIMATE 

 

SPECIFICATION: 

 All bases start with a 14 gauge spun metal cap with 5/8” flange assembled over 3/8” thick heavy under 
plate. Under plate is 19 ¾” square for 30”dia spread bases. 
 

 A 8” diameter 12 gauge metal column is assembled through spun metal cap and 3/8” under plate with two 
3/8-16 hex head bolts. A 15” x 15” x ¼” thick laser cut top plate is welded to the top of the column. 

 

 The finished height of the base is 28” when fully assembled for standard dining height with four adjustable 
glides. 
 

 Standard finishes are available in the following: 
P38 Black epoxy (semi-gloss) 
P60 Satin chrome 
P77 Polished chrome 
 

 Base spread sizes and the tops that can be used with them are as follows: 
30” dia., for top 48” - 60” 
 

 

 

 


